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CANADIAN ASSURANCE OF SATISFACTION 

We undertake to replace or repair, 
free-of-charge, any goods we are 
satisfied were originally defective in 
design, material or workmanship, pro¬ 
vided:— 

(a) Alleged faulty goods are re¬ 
turned to our Canadian Branch within 
a reasonable time. 

(b) That such parts are returned to 
us Postage Paid. 

We cannot accept responsibility where 
machines have been repaired by people 
outside our own Branch or Authorized 
Service Stations. 

WOLF ELECTRIC TOOLS LIMITED 

2271 Bloor St. W. — Toronto 9, Ontario 
(Formerly S. WOLF A COMPANY LIMITED) 



SERVICE* 


ALL ENQUIRIES FOR CANADA AND UNITED STATES 

REFER TO 

WOLF ELECTRIC TOOLS LIMITED 

2271 BLOOR STREET WEST — TORONTO 9, ONTARIO 


WoVF 



AFTER-SALES SERVICE 


REPAIR SERVICE 


MAINTENANCE INSTRUCTION BOOKLET 


In the event of a breakdown, it is 
strongly recommended that the 
machine is sent to the nearest 
WOLF Depot. This will ensure a 
guaranteed repair executed by 
men fully qualified for the work 
who have all the necessary faci¬ 
lities and parts available. 


Electric Tools, as with all power 
driven machines, require periodical 
cleaning and greasing. The amount 
of maintenance necessary will de¬ 
pend on the type of machine and 
its relative use. 


To assist Users in maintaining 
machines in good working con¬ 
dition an Instruction Booklet on care 
and maintenance is supplied with 
each machine. 


SPARE PARTS 

Every WOLF machine bears a nameplate. The 
plate illustrated is for type EG2c and the “E” is the 
Code Letter of the machine. When ordering spare 
parts always quote the Type, Code Letter, Serial 
Number and Voltage. 

WOLF ELECTRIC TOOLS LTD. LONDON, W.5. 

MADE IN ENGLAND 
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Wolf 



This First Edition of a WOLF Canadian Catalogue is presented in ap¬ 
preciation of Canadian acceptance of WOLF Electric Tools. 




S. WOLFE 


It has been completely written and printed by Canadians from Canadian 
materials. 

Canadian advice has been sought and used in modifying the end- 
functions of many tools in our range for your needs. Your advice and requirements 
will serve as our guide in the development of new tools for you. 

Our first Canadian Branch office has been established as a sincere 
expression of our appreciation for the acceptance Canadians have given 
WOLF tools. 

This branch is managed and staffed by Canadians so that through them, 
we in England may more thoroughly understand your needs. 

This first edition of our Canadian Catalogue is presented to you as a 
token of our earnest endeavour to work side by side with craftsmen in all 
Canadian industry. 


Chairman of the Board 




H. RICHARDS 

Managing Director 





G. M. WOLFE, M.A. 

Director, Financial Control 
> 




R. F. HATTO 

Director of Sales 


AS EVIDENCE OF THE WOLF COMPANY’S DESIRE TO OFFER CANADIANS THE FINEST RANGE OF ELECTRIC 
TOOLS IN THE WORLD, THE LASTEST WOLF PRODUCT, THE SD2c LIGHT DUTY ELECTRIC DRILL, HAS BEEN 
INTRODUCED FIRST IN THE CANADIAN MARKET, PRIOR TO WORLD-WIDE RELEASE. 



1/ " LIGHT DUTY 
/4 ELECTRIC DRILL 


SPECIAL FEATURES 


TYPE 

SD2c 


Castings.Precision Aluminum Alloy 

Insulation Quadri-type 

Gears.Nickel Alloy 

Armature.Lectro-balanced 

Chuck. Jacobs 3-jaw with key 

Chuck shroud.Standard equipment. 

A QUALITY drill at a Low Price. Recommended for intermittent use. 


SPECIFICATIONS 


TYPE SD2c 


Drilling Capacity in steel. 

Spindle Speed running light 

Spindle Speed on full load. 

Overall length. 

Distance from centre of spindle to outer casing 
Net weight. 


!4" 

2800 RPM 
1400 RPM 
8 " 
1 " 

3Vi lbs. 


Universal Motor AC/DC, 25-60 cycle, single phase, 110 volt. Other voltages on 
request. 

Each machine supplied complete with Jacobs Chuck and key, 3-core cable, chuck 
shroud. 


SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE. 
























1 / ' PRODUCTION 
/4 ELECTRIC DRILL 

(all ball bearing) 


SPECIAL FEATURES 


TYPE 

EG2c 


Castings.Di-Alloy 

Armature.Lectro-balanced 

Field.Tension-wound 

Insulation.Quadri-type 

Fan High Velocity 

Bearings Ball Bearings throughout 

Gears.Chrome-Nickel-Moly, heat-treated 

Chuck Jacobs 3-jaw, hardened body, complete with key. Chuck shroud 


COMPARE this lightweight production drill with HIGHER-PRICED TOOLS of the SAME 
RATED SIZE. 

SPECIFICATIONS 

Drilling Capacity in steel 
Drilling Capacity in wood 
Spindle Speed running light 
Spindle Speed on full load 
Overall length 

Centre of Spindle to outer casing 
Net Weight 
Gross Weight 

Universal Motor AC/DC, 25-60 cycle, single phase, 110 volt. Other voltages on 
request. 

Each machine supplied complete with starting switch, Jacobs Chuck, 3-core cable, 
and spare pair of carbon brushes. 


TYPE EG2c 

W' 

2800 RPM 
1400 RPM 
7Vb" 
1 " 

4 Vs lbs. 

7 lbs. 


ANGLE DRILLING ATTACHMENT TYPE ADA2c 



MACHINE VISE 
No. 1464 


Jaw width. 3 Va" 

Jaw Depth. 1 Va" 

Opening-upper jaws 2" 

Opening-lower jaws 1 Va" 
Weight. 7 lbs. 


Vertical and longitudinal vees 
in hardened steel jaws will 
take wide range of round and 
square sections for light drilling 
and milling. 


Fits easily and quickly on EG2C Spindle. Rotates to any position. Bevel gear drive 
1 to 1 ratio. Length from Chuck tip to back of gear box—3 3 /s" 


BENCH DRILL STAND 
TYPE ESI 


Depth of Feed. 3" 

Distance, chuck to 

base. 14" 

Pillar to chuck centre 5Vi" 

Base area. 8" x 8" 

Overall height. 22" 

Net weight. 29 lbs. 

Gross weight. 45 lbs. 


WOOD DRILLING BITS 

Details of wood drilling bits see 
page 1 1. 


BENCH CLAMP 
STAND 

768 Bench Clamp Stand 
2 Va lbs. net. 

6615 Mandrel & tool rest 
1 Vi lbs. net. 


DECARBONIZING BRUSHES 

6607 5/16" dia. Pointed 

6608 5 /b" dia. Pointed 

2050 Va" dia. Pointed 

2051 1" dia. Pointed 

2059 1" dia. Heavy Duty 

2060 \Ya" dia. Heavy Duty Hollow 
6613 Va" Splayed 

2054 2" dia. Splayed 



CIRCULAR WIRE CALICO POLISHING 

BRUSH BUFF 

1404 4" Circular Wire Brush 2093 4" dia. buff 

2049 Arbor, washers and nut. 2049 Arbor, washers and nut. 


GRINDING WHEEL 

1425 Grinding Wheel 3" 
x l /i" x '/i" 

2049 Arbor, washers and nut. 


2055 

2056 

2057 

2058 


Va" 

Va" 

Vb" 

Va" 


I Valve 
Guide 
Cleaners. 
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HEAVY DUTY 
ELECTRIC 
DRILL 

(all ball bearing) 


TYPE 

NW2c 


SPECIAL FEATURES 


SPECIFICATIONS 


TYPE NW2c 


Drilling capacity in steel 
Drilling capacity in wood 
Spindle Speed running light 
Spindle Speed on full load 
Overall length 

Distance from centre of spindle to outer casing 
Net weight 
Gross weight 

Universal Motor AC/DC, 25-60 cycle, single ph 
Each machine supplied complete with starting : 
pair of carbon brushes. 


2600 RPM 
1400 RPM 
12 3 4" 
%" 
614 lbs. 
9 lbs. 


SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE. 


Jaw width 2Va" 

Jaw depth l 3 /i6 ,/ 

Opening— 

upper jaws. 2'' 

Opening— 

lower jaws 1 3 4 " 

Weight 7 lbs. 

Vertical and longitudinal 
vees in hardened steel jaws 
will take wide range of 
round and square sections 
for light drilling and milling. 


BENCH DRILL STAND 
TYPE ES 1 


Depth of feed 
Distance, chuck to 
base 

Pillar to chuck 
centre 
Base area 
Overall height 
Net weight 
Gross weight 


2521 


UNIVERSAL 


CALICO 

GRINDING WHEEL 

CIRCULAR WIRE 

VALVE 

HANDLE 

POLISHING BUFF 

1425 

Grinding Wheel 3" 


BRUSH 


CLEA 

Universal Handle to 

2093 

4" dia. Calico Poli¬ 


x Vi" x Vi" 

1404 

4" Circular Wire 

2055 

14" 

clamp over end of 


shing Buff. 

2049 

Arbor with washers 


Brush 

2056 

Vis" 

gear box to provide 

2049 

Arbor with washers 


and nut. 

2049 

Arbor with washers 

2057 

Vb" 

a secondary and 


and nut. 




and nut. 

2058 

V\6' 


comfortable grip. 


Valve 

Guide 

Cleaners 
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HEAVY 
DUTY DRILLS 


1 " STANDARD DUTY (oil bail) 
2 ELECTRIC DRILLl bearing } 


SPECIAL FEATURES 

Field Tension-wound Castings Di-Alloy 

Insulation Quadri-type Armature Lectro-balanced 

Fan High Velocity 

Bearings Ball bearing throughout 

Gears Chrome-Nickel-Moly; high frequency hardened 

Chuck Jacobs 3-jaw, hardened body, complete with key. 

The V\t>" and 3 /o" are heavy duty tools, each with the PROPER SPEED for 
most EFFECTIVE CUTTING. 

The Vi" Drill NW34C is included in this range for those shops which must have 
a powerful “ONE-HAND” TOOL of this size. 


SPECIFICATIONS 

Drilling Capacity in Steel 
Drilling Capacity in wood 
Spindle speed running light R.P.M. 

Spindle speed on full load R.P.M. 

Overall length. 

Distance from centre of spindle to outer casing 

Net weight—lbs.. 

Gross weight—lbs. 


TYPES 

NW23c 

NW3c 

NW34c 


NW23c 

NW3c 

NW34c 

5 /l 6" 

3 /b" 

14" 

w 

Ye" 

5 /b" 

1350 

750 

470 

850 

475 

290 

13 3 /4" 

14" 

15" 

1 W 

\W' 

P/z" 

6 3 /4 

7Vi 

7 Vi 

10% 

12 

12 


phase, 




Universal Motor AC/DC, 25-60 cycle, 

1 10 volt. Other voltages on request. 

Each machine supplied with starting switch, Jacobs 
Chuck, 3-core cable, and spare pair of carbon brushes. 


single 




WOOD DRILLING BITS 

For details of wood drilling bits see page 1 1. 


BENCH CLAMP STAND 

768 Bench Clamp 

Stand only 2Va lbs. Net 


POLISHING ACCESSORIES 

2360 7" Rubber Backing Disc 

(to carry polishing bonnet) 
2524 Arbor to carry Rubber Backing 
Disc. 

780 8" Lambswool Bonnet for use 

on above 


UNIVERSAL HANDLE 

2521—Universal Handle to clamp 
over end of gear box to provide 
a secondary and comfortable grip. 


BENCH 

DRILL STAND 
TYPE ES 1 

Depth of feed 3" 

Distance, chuck to base 

10 3 / 4 " 

Pillar to chuck centre 6Vi" 
Base area 8" x 8" 

Overall Height 22" 

Net weight 29 lbs. 

Gross weight 45 lbs. 


MACHINE VISE 


Jaw width 314 " 

Jaw depth 1 3 /i6" 

Opening— 

upper jaws 2" 

Opening— 

lower jaws 1 Ya " 
Weight 7 lbs. 


Vertical and longitudinal vees 
in hardened steel jaws will 
take wide range of round 
and square sections for light 
drilling and milling. 


HOLE SAWS 

For details of hole saws see 
page 1 1. 


WIRE BRUSH AND BUFF 

1404 4" Circular wire brush 

2093 4" Calico Buff 

2049 Arbor with washers and nut 


SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE. 
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ACCESSORIES 


l/" GENERAL DUTY 
/2 ELECTRIC DRILL 


TYPE 

SD4C 


SPECIAL FEATURES 


Castings.Di-Alloy 

Armature Lectro-blanced 

Field.Tension-Wound 

Insulation.Quadri-type 

Fan High velocity 

Bearings.Wolfite spindle bearings; self-aligning 

commutator end-bearing; deep-grooved 
thrust ball bearing on chuck spindle. 
Gears Chrome-Nickel Alloy; high-frequency 


hardened 


Chuck Jacobs 3-jaw, hardened body, com¬ 

plete with key. 

COMPLETELY NEW DESIGN, FASTER PENETRATION in steel or wood. GREATER POWER per 
pound of weight. Combination breast-grip handle in line with side handles. OUTSTANDING 
general duty in MAINTENANCE shops. 


SPECIFICATIONS 


Drilling Capacity in steel 

Drilling Capacity in hard wood. 

Spindle Speed running light. 

Spindle Speed on full load 

Overall length. . 

Distance from centre of spindle to outer casing. 

Net weight. 

Gross weight. 


TYPE 

SD4C 


1 *" 

1 

640 RPM 
475 RPM 
131V 
1 5 /.6 
1 0 lbs. 
1 5 lbs 


Universal Motor AC/DC, 25-60 cycle, single phase, 1 10 volt. Other voltages on request. 


■ 



Each machine supplied complete with starting switch, Jacobs chuck, tubular handle, 3-core cable, 
and one spare pair of carbon brushes and capsule of oil. 



BENCH DRILL STAND 


TYPE ES 12 

Depth of feed 3" 

Max. distance chuck to base 8" 

Pillar to chuck centre 5Va " 

Base area 8" x 8" 

Overall height 22" 

Net weight. 30 lbs. 

Gross weight 45 lbs. 


MACHINE VISE 


No. 1464 

Jaw width 3Vi" 

Jaw depth 1 3 /n" 




Opening—upper jaws 2" 

Opening—lower jaws 1 3 /i" 

Weight 7 lbs. 


Vertical and longitudinal vees in hardened 
steel jaws will take wide range of round and 
square sections for light drilling and milling. 



WOOD DRILLING BITS 


For details of wood drilling bits see page 1 1. 


SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE. 
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HEAVY DUTY 
ELECTRIC DRILLS 


High-tensile aluminum alloy 

Strobo-dynamically balanced 

Precision, bath-soldered 

Tension-wound 

Quadri-type 

Cyclo-blast 

Oversize ball bearings precision-set in steel liners. 
Chrome-Nickel-Moly; high-frequency treated. 
WD4C; WD5C; WD5Hc; Jacobs 3-jaw, hardened 
body; complete with key. 

WD5; No. 2 Morse Taper, complete with drift. 



Drilling Capacity in steel 
Drilling capacity in wood 
Spindle speed, running light RPM 
Spindle speed, full load RPM 
Overall length 
Distance, spindle centre to outer 

casing. 

Net weight lbs. 

Gross weight lbs. 


WD4c 

WD5c 

WD5Hc 

WD5 

’/iJacobs Vb Jacobs 

Vb Jacobs 

Spindle 

screwed 

screwed 

screwed 

bored 

chuck 

chuck 

chuck 

No. 2 

and 

and 

and 

Morse 

Key 

Vi" 

1 tf 

key 

Vb" 

1 19 

key 

Vb" 

1 " 

Taper 

Vb" 

1 " 

1 

730 

1 

590 

1 

450 

1 

590 

490 

400 

295 

400 

131 / 2 " 

13W' 

14" 

15 " 

1 Vb" 

1 Vb" 

1 Vb" 

\ Vb " 

17 

1 7Vi 

1 7Vi 

16 

27 

27 Vi 

27 Vi 

26 


Universal Motor AC/DC, 25-60 cycle, single phase, 110 volt. Other 
voltages on request. 

Each machine supplied complete with starting switch, 3-core cable, 
spade handle, spare pair of carbon brushes, pin key and three hexagon 
wrenches. A drift is also supplied with type WD5. 






SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE. 

— 

ACCESSORIES 

— 



BENCH DRILL STAND 
TYPE ES23 



Depth of Feed 

4" 

Max. distance chuck to 

base. 

16" 

Max. distance spindle 

to base 

16" 

Pillar to chuck centre 

7Va" 

Base area 

9" x 9" 

Overall height 

33" 

Net weight 

64 lbs. 

MACHINE VISE 

No. 1464 

Jaw width 

V/a" 

Jaw depth 

1 Vl*" 

Opening—upper jaws 

2" 

Opening—lower jaws. 

1 Va 

Weight 

7 lbs. 




HOLE SAWS 

For details of Hole Saws see 
page 1 1. 


CHUCK AND ARBOR 

6719 Vb " capacity 3-jaw Chuck 
and key and No. 2 M.T. 
arbor for type WD5. 




WOOD DRILLING BITS 

For details of Wood Drilling Bits see page 1 1. 


Vertical and longitudinal vees in 
hardened steel jaws will take 
wide range of round and square 
sections for light drilling and 
milling. 




REDUCING SLEEVE 

2165 Reducing Sleeve 2.1 M.T. for type WD5 


TELESCOPIC 

FEED SCREW 

1782 Telescopic Feed Screw 
with 3 Vi" traverse. 
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TYPES 


3/ " HEAVY DUTY 
'4 ELECTRIC DRILLS 


SPECIAL FEATURES 


Castings High tensile Aluminum Alloy 

Armature Strobo-dynamically balanced 

Commutator Precision bath-soldered 

Field Tension-wound 

Insulation. Quadri-type 

Fan Cyclo-blast 

Bearings Oversize ball bearings, precision set in steel liners. 

Deep-groove ball bearing on chuck spindle, arma¬ 
ture and intermediate gears. 

Gears Chrome-Nickel-Moly, high frequency heat treated. 

Chuck WD6C—Jacobs 3-jaw, hardened body, complete 

with key. 

WD6—No. 2 Morse Taper complete with drift. 


Highest possible POWER-TO-WEIGHT RATIO. PROPER SPEED for 
maximum PENETRATION per minute. FEED SCREW and SPADE HANDLE 
are BOTH included as STANDARD equipment. 


SPECIFICATIONS 


Drilling capacity in steel. 

Drilling capacity in wood 
Spindle Speed running light 
Spindle Speed on full load 

Overall length. 

Distance from centre of spindle to outer casing 
Net weight 
Gross weight 


WD6c 

WD6 

3 4" Jacobs 

Spindle 

crewed chuck 

bored No. 2 

and key 

MorseTaper 

3 4" 

3 4" 

2" 

2" 

440 RPM 

440 RPM 

280 RPM 

280 RPM 

14" 

15" 

1 5 /b" 

1 5 /b" 

18 lbs. 

16 lbs. 

28 lbs. 

26 lbs. 


Universal Motor AC/DC, 25-60 cycle, single phase, 110 volt. Other 
voltages on request. 


Each machine supplied complete with starting switch, 3-core cable, 
spade handle, spare pair of carbon brushes, pin key, three hexagon 
wrenches, and Telescopic Feed Screw. A drift is supplied with type WD 6. 


SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE. 



BENCH DRILL STAND 
TYPE ES23 


Depth of Feed.... 4" 

Max. distance chuck to 

base—WD6C 151/2" 

WD6 141/2" 

Pillar to chuck centre 714" 

Base area 9" x 9" 

Overall height 33" 

Net weight 64 lbs. 


MACHINE VISE 
No. 1464 


Jaw width 3 14 " 

Jaw Depth 1 3 /i«" 

Opening—upper jaws 2" 

Opening—lower jaws 1 3 4" 

Weight 7 lbs. 



ACCESSORIES 


CHUCK AND ARBOR 

6720 3 4" capacity 3-jaw 

Chuck and key and No. 2 
M.T. arbor for type WD6. 




Vertical and longitudinal vees in 
hardened steel jaws will take wide 
range of round and square sections 
for light drilling and milling. 


WOOD DRILLING BITS 

For details of Wood Drilling Bits see Page 1 1. 



TELESCOPIC FEED 
SCREW 

1782 Telescopic Feed Screw 
with 314" traverse. 


HOLE SAWS 

For details of Hole Saws see 
page 1 1. 


REDUCING SLEEVE 

2165 Reducing Sleeve 2-1 
M.T. for type WD6. 
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TYPES 

NW8 


ACCESSORIES 


& 14 


V 


HEAVY DUTY 
ELECTRIC DRILLS 


SPECIAL FEATURES 


Castings.High tensile aluminum alloy 

Armature.Strobo-dynamically balanced 

Commutator.Precision bath-soldered 

Field.Tension-Wound 

Insulation.Quadri-type 

Fan.Cyclo-blast 

Bearings.Oversize ball bearings; two ball bearings carry spindle 

radial load; special ball thrust bearings take end thrust. 

Gears.Chrome-Nickel-Moly; high frequency heat treated. 

Chuck.No. 3 Morse Taper complete with drift. 

Breast plate included. 

With 9 H.P. motors these WOLF drills cut BIG HOLES faster in TOUGH STEELS. 
FEED SCREW and BREAST PLATE are BOTH included as STANDARD EQUIP¬ 
MENT. CLAMP type Drill STAND makes GIRDER WORK easy and safe. 


SPECIFICATIONS 

Drilling Capacity in steel. 

Drilling Capacity in wood 
Spindle speed running light RPM 
Spindle speed on full load RPM 

Overall length. 

Distance from centre of spindle to outer casing 

Net weight. . 

Universal Motor AC/DC 25-60 cycle, single phase, 1 10 volt. 

Other voltages on request. 

Each machine supplied complete with starting switch, 3-core cable, feed 
screw, drift, breast plate, tubular handle and spare pair of carbon brushes. 


NW8 

NW10 

1 " 

1 Va" 

2 Vi" 

3" 

360 

270 

230 

160 

20 " 

20 " 

2 " 

2 " 

281/2 lbs. 

281/2 lbs. 


SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE. 


SUSPENSION SPRING AND CHAIN 



DRILL STAND ES3 

Depth of Feed 4" 

Max. distance spindle to 
base 18" 

Pillar to chuck centre 7Vm" 
Base area 10" x 10" 

Overall height 39" 

Net weight 90 lbs. 

Gross weight 125 lbs. 


1669 Suspension Spring and Chain. 




SPADE HANDLE 

7930 Spade Handle and 
Adaptor 


REDUCING SLEEVES 

2166 Reducing Sleeves Nos. 3-1 

2167 Reducing Sleeves Nos. 3-2 


DRILL STAND ES4 


Overall height.40" 

Net weight 49 lbs. 

Gross weight 80 lbs. 


Clamping collars cam-locked. 
Simple and easy to set up. 


BREAST PLATE 

231 6 Breast Plate 


MACHINE VISE No. 1464 


Jaw width .3 Va " 

Jaw depth 1 3 /i 6 " 

Opening—upper jaws 2 

Opening—lower jaws 1 Va" 

Weight.7 lbs. 


Vertical and longitudinal vees in hardened 
steel jaws will take wide range of round and 
square sections for light drilling and milling. 
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WOOD DRILLING 

PORTABLE ELECTRIC TOOLS 


A wood drilling bit should never be used to drill a hole of greater depth than 
the length of its flutes or twist. 



The Jennings pattern 
is specially suitable 
for Cabinet Making, 
as it cuts a very 
smooth hole. 



The Scotch or Square 
Nose pattern is suit¬ 
able for boring hard 
woods and rough 
timbers. 






NNINGS 

PATTERN MACHINE 

BITS WITH W 

DIA. SHANKS 


6" Twist 

8" Twist 

1 2" Twist 

Size 

Part No. 

Part No. 

Part No. 

W' 

6495 

6496 

6497 

Va" 

6498 

6499 

6500 

W' 

6501 

6502 

6503 

3 / 4 " 

6504 

6505 

6506 

,3 /l6" 

6507 

6508 

6509 

7 /s" 

6510 

651 1 

6512 

1" 

6513 

6514 

6515 


JENNINGS PATTERN MACHINE BITS WITH DIA. SHANKS 

4" Twist 6" Twist 


Size 

Part No. 

Part No. 


%" 

6485 

6486 


5 /j6" 

6487 

6488 


3 /s" 

6489 

6490 


7 /tt" 

6491 

6492 


Vl" 

6493 

6494 


:0TCH NOSE 

MACHINE BITS WITH 

Vt" DIA. SHANKS 



8" Twist 


8" Twist 

Size 

Part No. 

Size 

Part No. 

!4" 

6516 

w 

6519 

3 /s" 

6517 

7 /k" 

6520 

Vi" - 

rv 6518 






The Hole Saws illus¬ 
trated and listed 
here will cut clean, 
finished holes in sheet 
metal, wood, wall- 
board, fibre, plastics, 
porcelain, tile, etc. 

Use the WOLF Drills 
recommended to give 
you the proper cutting 
speed required. 





HOLE SAWS 


Complete 
Tool No. 
Cut Depth 
Va" 

Spare 
Blade No. 
Cut Depth 

Va " 

Actual 

Outside 

Diameter 

For Pipe 
Conduit 
Size 

For Pipe 
Tap 
Size 

Use WOLF Drill Size. 

HS500 

BO 600 

Va " 

3 / 8 " 

- 

NW3c, NW34c, SD4c 

HS501 

B0601 

Va" 

Vi" 

Va" 

NW3c, NW34c, SD4c 

HS503 

B0603 

1" 

- 

- 

NW3c, NW34c, SD4c 

HS505 

BO 60 5 

V/a" 

Va" 

1 " 

NW3c, NW34c, SD4c 

HS507 

B0607 

1 !A' 4 

- 

- 

NW3c, NW34c, SD4c 

HS509 

BO 609 

i 3 / 8 " 

1" 

- 

NW3c, NW34c, SD4c 

HS510 

B0610 

Vh" 

- 

V/a" 

NW 3c, NW34c, SD4c 

HS511 

B0611 

V/a" 

- 

- 

NW34c, SD4c 

HS512 

B0612 

1%" 

1 Va" 

Vh" 

NW34c, SD4c 

HS513 

B0613 

1 7 / 8 " 

- 

- 

NW34c, SD4c 

HS514 

B0614 

2" 

Vh" 

- 

NW34c, SD4c 

HS516 

B0616 

2Va" 

- 

- 

WD4c, WD5c, WD6c 

HS517 

B0617 

2Va" 

- 

2" 

WD4c, WD5c, WD6c 

HS518 

B0618 

2Va" 

- 

- 

WD4c, WD5c, WD6c 

HS519 

B0619 

2Vi" 

2" 

- 

WD4c, WD5c, WD6c 

HS520 

B0620 

2Va" 

- 

- 

WD4c, WD5c, WD6c 

HS521 

B0621 

2Va" 

- 

2Vi" 

WD4c, WD5c, WD6c 

HS522 

B0622 

2Va" 

- 

- 

WD4c, WD5c, WD6c 

HS523 

B0623 

3" 

2 Vi" 

- 

WD4c, WDSc, WD6c 


Other sixes available up to 9" diameter. 

SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE. 
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THE FINEST ELECTRIC TOOLS IN THE WORLD 


4 HAND ELECTRIC 
GRINDER 

(all ball bearing) 


SPECIAL FEATURES 


Castings 

High Tensile Aluminum Alloy 

Armature 

Strobo-dynamically balanced 

Field 

Tension-Wound 

Insulation 

Quadri-type 

Fan 

Cyclo-blast 

Bearings 

Multi-seal ball bearings 

Gears 

Chrome-Nickel-Moly, high-frequency treated. 

Drive 

Patented Tork-Sorber 


SPECIFICATIONS 

Capacity for grinding wheels A" dia. x 3 A" x Vi". 
For wire brushes and buffs, A" dia. x 1 " 

Spindle speed running light 
Spindle speed on full load 
Overall length 

Net weight. 

Gross weight 


TYPE GQ4 


5000 RPM 
3500 RPM 
211 / 2 " 
121/2 lbs. 
22 lbs. 


Universal Motor AC/DC, 25-60 cycle, single phase, 1 10 volt. Other voltages 
on request. 

Each machine supplied complete with starting switch, one grinding wheel, 
3-core cable, spare pair of carbon brushes, “C” Spanner and 3 hexagon 
wrenches. 


ACCESSORIES 


WIRE BRUSH 

1404 4" dia. x 1" x Vi" Wire Brush 

7520 Clamping Washer for above. 



GRINDING WHEELS 

7357 4" dia. x %" x Vi" Grinding 

Wheel (for carbon and alloy 
steels) 

7409 4" dia. x 3 A" x Vi" Grinding 

Wheel (for cast iron and cemen¬ 
ted carbides) 





GRINDING WHEEL DRESSER 

1 1 68 Grinding Wheel Dresser 


SPARE CABLES 

M. 624 Spare Cable for 200/220, 220/250 Volt machines. 
M.l 098 Spare Cable for 1 OO/l 1 0, 1 1 O/l 30 Volt machines. 


SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE. 
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THE FINEST ELECTRIC TOOLS IN THE WORL 




TYPE 

GK6 


SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE. 


GRINDING WHEEL DRESSER 


SPECIAL FEATURES 

Castings High-tensile aluminum alloy 

Armature Strobo-dynamically balanced 

Field.Tension-wound 

Insulation.Quadri-type 

Fan.Cyclo-blast with double-baffle filters 

Bearings Multi-seal ball bearings 

Gears Chrome-Nickel-Moly, high-frequency treated 

Drive Patented Tork-Sorber 

STANDARD EQUIPMENT 


Shrouded Switch Suspension Ring Wheel and Wheel Guard 


SPECIFICATIONS 

Capacity for grinding wheels 6" x 1" maximum. 

Wire brushes and buffs 6" x 1 " 

Spindle speed running light 
Spindle speed on full load 

Overall length. 

Net weight. 

Gross weight 

Universal Motor AC/DC 25-60 cycle, single phase, 110 volt. Other voltages on 
request. 

Each machine supplied complete with one grinding wheel, adjustable wheel guard, 
starting switch, 3-core cable, one spare pair of carbon brushes and tommy bar. 


TYPE 

GK6 

SH 

4000 RPM 
2420 RPM 
25" 
26 lbs. 
52 lbs. 


HAND ELECTRIC 
GRINDER 

(all ball bearing) 


I 1 68 Grinding Wheel Dresser 


WIRE SCRATCH BRUSH 



CALICO 

POLISHING MOP 

1 1 59 Calico Polishing Mop 6" x 1 " 


WOLF GREASE 

High Speed Ball Bear¬ 
ing and Gear Grease. 



GRINDING WHEEL 

1009 Grinding Wheel 6" x 1 


TAPERED EXTENSION SPINDLE 

4754 Tapered Extension Spindle (4 " over¬ 

all length) to take Calico Mop. 


SUSPENSION SPRING 
AND CHAIN 

1 669 Suspension Spring and Chain 


13 
























riNEST ELECTRIC TOOLS 


IN THE WORLD 



"PORTABLE ELECTRIC 
SANDER 

SPECIAL FEATURES 


Castings 

High-Tensile Aluminum Alloy 

Armature 

Lectro-balanced 

Field 

Tension-wound 

Insulation 

Quadri-type 

Fan 

High velocity 

Bearings 

Ball Bearing throughout 

Gears 

Chrome-Nickel-Moly, High-frequency 
treated 


A Low-Priced General Purpose Sander 

SPECIFICATIONS 

Disc Size 

Cup Wire Brush Size 
Cup Grinding Wheel 
Speed 
Net Weight 
Gross Weight 

Universal Motor, AC/DC 25-60 cycle, single phase, 110 volt. 
Other voltages on request. 

Each machine supplied complete with starting switch, 3-core 
cable and plug, one 7" flexible backing pad, one sanding 
disc, combination wrench and pin key, spare pair of carbon 
brushes. 


TYPE VSM 


2500 RPM 


12 lbs. 


CUP GRINDING WHEEL 

7532 Cup Grinding Wheel 4" x 
1 Vi" x Va" (Aluminum 
Oxide for use on steel) 

7533 Cup Grinding Wheel 4" x 
1 '/ 2 " x Va" (Silicon Car¬ 
bide for use on cast iron) 



RUBBER BACKING DISC 

2360 Flexible Rubber Backing 
Disc 7" diameter. 



RE-INFORCED SANDING DISCS 

Re-lnforced Sanding Discs, 7 “ diameter 


GRIT 

For materials 
of Low Tensile 

0/80 

1 / 2/60 

Strength 

4512 

4515 

1/50 

4518 

2/36 

4524 

3/24 

4530 

5 16 

4539 


For materials 

of High Tensile For Wood 
Strength 

4514 4513 

4517 4516 

4520 4519 

4526 4525 

4532 4531 

4541 



FELT RUBBING PAD 

597 Felt Rubbing Pad, 7" dia¬ 
meter. 


CUP WIRE BRUSH 


ADAPTOR ASSEMBLY 


7534 Cup Wire Brush, 3" dia¬ 
meter. 


7531 Nut for fixing Grinding Wheel. 

7530 Outer Flange for fixing Grinding Wheel 
351 Inner Flange for fixing Grinding Wheel 


SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE. 
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/ I HORIZONTAL 
PORTABLE ELECTRIC S/ 


TYPE 

HS7 


SPECIAL FEATURES 

Di-Alloy 

Strobo-dynamically balanced 

Tension-wound 

Quadri-type 

Cyclo-blast 

Multi-seal ball bearings fitted into steel liners. 
Spiral-bevel, Chrome-Nickel-Moly, High frequency 
treated. 


Castings 

Armature 

Field 

Insulation 


SPECIFICATIONS 


Disc Size 

Cup Wire Brush Size 
Cup Grinding Wheel Size 
Speed 

Overall length 
Net Weight 
Gross Weight 

Universal Motor, AC/DC, 25-60 cycle, single phase, 1 10 volt, Other voltages on request. 

Each machine supplied complete with starting switch, 3-core cable and plug, one 7" flexible 
backing pad, one sanding disc, combination wrench and pin key, three hex keys, spare pair 
of carbon brushes. 


x 1 W x y 4 " 
3600 RPM 
1 7Vi" 
12 lbs. 
21 lbs. 


SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE, 


IVo!F%, 

•owe WHUL% 


Wco N 


RUBBER BACKING DISC 


CUP GRINDING WHEEL 


2360 Flexible Rubber Backing 
disc, 7" diameter 


7532 Cup Grinding Wheel 4" 
x 1 Vl" x Va" (Aluminous 
Oxide for use on steel) 

7533 Cup Grinding Wheel 4" 
x 1 Vi" x Va" (Silicon 
Carbide for use on cast 
iron) 


RE-INFORCED SANDING DISCS 

Re-lnforced Sanding Discs, 7“ diameter 


For materials 
of high tensile 
Strength 
4514 
4517 
4520 
4526 
4532 
4541 


For materials 
of low tensile 
Strength 
4512 
4515 
4518 
4524 
4530 
4539 


diameter. 


ADAPTOR ASSEMBLY 


Nut for fixing grinding wheel 

Outer Flange for fixing grinding wheel 

Inner Flange for fixing grinding wheel 


7531 

7530 

351 


597 Felt Rubbing Pad, 7 
diameter. 
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THE FINEST 


ELECTRIC TOOLS IN THE WORLD 



TYPE 

CM4 


COMBINED ELECTRIC CHISEL 
MORTISER AND DRILL 


SPECIAL FEATURES 


The demand for a combined Mortising and Drilling Machine is answered by WOLF’S 
CM4. Cuts mortises AVi" deep by any width through repetitive use of Vi" mortise 
chisel. 


Cuts slots for rabbeting. 

Drills to Vs" in steel, Vs" in wood. 

Power unit is quick detachable for drilling dowel holes, screw holes. 
Has proper speed for hole-saw work. 


SPECIFICATIONS 

Cuts mortise width. 

Max. stock size. 

Feed Depth 

Chuck centre to back stop 
Table area 
Overall height 
Drilling capacity, steel 

Drilling capacity, wood. 

Speed, light. 

Speed, full load 

Net weight, drilling machine only 

Net weight, complete unit. 

Gross weight, complete unit. 

Universal Motor, AC/DC 25-60 cycle, single phase, 110 volt. Other voltages on 
request. 

Each machine supplied complete with starting switch, 3-core cable and plug, Vs" 
Jacobs chuck, hardened body, clamp plate, guide fence, Vi" hollow mortise chisel, 
bit and holder, ’/j" sharpening tool, spare pair of carbon brushes. 


TYPE CM4 

!4" W', Vs", Vi", Vi ", 

4'/ 2 " 

3" 

2Vi" 

8" x 8" 

22 " 

Vs" 

Vs" 

750 RPM 
475 RPM 
7 V. 2 lbs. 

42 lbs. 

56 lbs. 


SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE. 




MORTISE HOLLOW 

DRILLING BITS SQUARE CHISELS 


6273 

Vi" 

Mortise Drilling Bit 

6272 

'A" Hollow Chisel 

6424 

7/\t>" 

Mortise Drilling Bit 

6423 

7 /\s" Hollow Chisel 

6426 

Vs" 

Mortise Drilling Bit 

6425 

Vs" Hollow Chisel 

6428 

Vs" 

Mortise Drilling Bit 

6427 

V\t" Hollow Chisel 

6430 

Va" 

Mortise Drilling Bit 

6429 

Va" Hollow Chisel 


MORTISE CHISEL SHARPENING TOOL 


6274 Sharpening tool for Vi" Chisel 
6524 Sharpening tool for 7 /s' Chisel 
6523 Sharpening tool for Vs" Chisel 
6522 Sharpening tool for V\s' Chisel 
6521 Sharpening tool for Va" Chisel 
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THE FINEST ELECTRIC TOOLS IN THE WORLD 




TYPE 

QMS 


LIGHTWEIGHT PORTABLE 

ELECTRIC 
SCREWDRIVER 

NON-REVERSIBLE 


SPECIAL FEATURES 


Castings Precision Aluminum Alloy 

Armature Lectro-balanced 

Field Tension-wound 

Insulation Quadri-type 

Fan High Velocity 

Bearings Precision Ball Bearings 

Gears Chrome-Nickel-Moly, high frequency 

treated. 

Bit types Phillips, Robertson, Slotted. 

Clutch Adjustable Cushion 


Capacity (clearance hole) 

Soft Wood No. 1 2 x 1 Vi" 
Hard Wood No. 1 0 x 1 14" 


SPECIFICATIONS 

Speed, light 
Speed, full load 

Length, overall. 

Spindle centre to outer casing 
Net Weight 
Gross Weight 

Universal Motor, AC DC 25-60 cycle, single phase, 110 volt, Other voltage on 
request. 

Each machine supplied complete with starting switch, torque adjusting key, 3-core 
cable and plug, one No. 8 slotted bit and finder, spare pair of carbon brushes. 


TYPE QMS 

1000 RPM 
600 RPM 
1 1 Vi" 

15 /l6" 

4 lbs. 
514 lbs. 



ROBERTSON BITS 


c/15274 for No. 1 
c/25271 for No. 2 
c/35284 for No. 3 


PHILLIPS BITS 

5275 Phillips No. 1 Bit 

5276 Phillips No. 2 Bit 




SLOTTED BITS AND FINDERS 

5272/68 No. 4 Bit and Finder 
5273/69 No. 6 Bit and Finder 
5274/70 No. 8 Bit and Finder 
5271/67 No. 10 Bit and Finder 
6284/85 No. 12 Bit and Finder 

SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE. 
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ADDITIONAL CABLE 

M623 3-core T.R.S. 


WOLF GREASE 

High-Speed Ball Bearing 
and Gear Grease 
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THE FINEST ELECTRIC TOOLS IN THE WORLD 


HEAVY DUTY ELECTRIC NUTSETTER 



REVERSIBLE 

(all ball bearing) 


TPYE 

NWT1 


SPECIAL FEATURES 


Castings 

Di-Alloy 

Armature 

Lectro-balanced 

Field 

Tension-wound 

Insulation 

Quadri-type 

Fan 

High velocity 

Bearings 

Precision Ball Bearings 

Gears 

Chrome-Nickel-Moly, High Frequency 
treated 

Drive 

Hex, ball retention 

Bit types 

Phillips, Robertson, Slotted 

Clutch 

Single positive 

Capacity 

Woodscrews (clearance hole) 

Soft Wood No. 6 to 16 x 2Vi" 

Hard Wood No. 6 to 16x21/2" 

Nuts (clean threads) Vs" U.S. 


SPECIFICATIONS 

Speed, light 
Speed, full load 
Length, overall (incl. bit) 
Spindle centre to outer casing 
Net Weight 

Gross Weight . 


TYPE NWT1 


470 RPM 
290 RPM 
18 " 
1 Vi" 

8 lbs. 
12 lbs. 


fiecoffuu&udut 

ACCESSORIES 



For NWS1 
and NWT1 


ROBERTSON BITS 


Universal Motor, AC/DC 25-60 cycle, single phase, 

1 10 volt. Other voltages supplied on request. 

Each machine supplied complete with starting switch, 
3-core cable and plug, one extension adaptor, one 
Vs" U.S. socket, reversing plug, spare pair of carbon 
brushes. 

SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE. 


SQUARE SOCKETS 

Part No. Size Across Flats 

1199 3 /s" 

1200 V*" 

1201 . 7z" 

1 202. Vis" 

1203. Vb" 

Other Sizes Available on Request. 



c/13824 for No. 1 
c/23825 for No. 2 
c/33826 for No. 3 


ADAPTORS & EXTENSION PIECES 


Description Adaptors 

Hex. to Va" sq. C250-1 

Hex. to Vb" sq. C375-1 

Hex. to Vi" sq. C500-1 


Extensions 

C250-3 C250-6 

C375-3 C375-6 

C500-3 C500-3 
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THE FINEST ELECTRIC TOOLS IN THE WORLD 




HEAVY DUTY ELECTRIC SCREWDRIVER 


REVERSIBLE 

(all ball bearing) 


TYPE 

NWS1 


SPECIAL FEATURES 

Castings Di-Alloy 

Armature Lectro-balanced 

Field Tension-wound 

Insulation Quadri-type 

Fan High velocity 

Bearings Precision Ball Bearings 

Gears Chrome-Nickel-Moly, High Frequency 

treated 

Drive Vu" Hex, ball-retention 

Bit types Phillips, Robertson, Slotted 

Clutch Adjustable cushion 

Capacity Woodscrews (Clearance hole) 

Soft Wood No. 6 to 16 x 2 Vi" 

Hard Wood No. 6 to 16 x 2Vi" 
Nuts (clean threads) %" U.S. 


SPECIFICATIONS 

Speed, light 
Speed, full-load 
Length, overall (incl. bit) 
Spindle centre to outer casing 
Net Weight 
Gross Weight 


Universal Motor, AC/DC 25-60 cycle, single phase, 
1 10 volt. Other voltages on request. 

Each machine supplied complete with starting switch, 
3-core cable and plug, one No. 1 2 slotted bit and finder, 
reversing plug, spare pair of carbon brushes. 


TYPE NWS1 

470 RPM 
290 RPM 
18 " 

V/i" 

8 lbs. 
12 lbs. 



SPECIFICATIONS SUBJECT TO CHANGE WITHOUT 


COMBINATION SLOTTED BIT AND FINDER 


NOTICE. 


3822 No. 6 Bit and Finder 

3823 No. 8 " " " 

3824 No. 10 " " " 




3825 No. 12 " 

3826 No. 14 " 

6596 No. 16 " 


WOLF GREASE 


PHILLIPS BITS 

3830 No. 2 Phillips Bit for counter-sunk, round, cheese and 
fillister heads Nos. 5-10; also suitable for No. 4 
countersunk screws. 


High Speed Ball Bearing and Gear 
Grease. 
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3831 No. 3 Phillips Bit for countersunk, round, cheese and 
fillister heads Nos. 11-16. 
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THE FINEST ELECTRIC TOOLS IN THE WORLD 


PORTABLE 

ELECTRIC 

HAMMER 


SPECIAL FEATURES 

Castings Di-Alloy 

Armature Strobo-dynamically balanced 

Field Tension-wound 

Insulation Quadri-type 

Fan Cyclo-blast 

Bearings Ball Bearings in steel liners used for all rotating 

parts. 


The high power-to-weight ratio of the HD 1 finds favour with 
Electrical Contractors, Plumbers, Telephone Installation men, and 
Plant Maintenance men. 


Takes Rawldrills from 5 /n" to Vm". 

Used in Concrete, Brickwork, Cement Blocks, Cinder Blocks etc, for 
fitting rawlplugs and other expanding fastenings, drilling conduit and 
tubing holes. 


SPECIFICATIONS 

No. of blows per minute 
Overall length 
Net Weight 

Universal Motor, AC/DC 25-60 cycle, single phase, 
voltages on request. 


TYPE HD1 


1,600 
12 " 
7 lbs. 


1 10 volts. Other 


Each machine supplied complete with starting switch, 3-core cable 
and plug, three hex socket keys, one “C” spanner, spare pair of 
carbon brushes. 


SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE. 
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THE FINEST ELECTRIC TOOLS IN THE WORL 






HD1 KIT includes the WOLF HD1 hammer, complete with switch, 3-core 
cable and plug, plus a full range of 9 Rawldrills from Vn" to Vu" dia. 


inclusive, as follows: 

1 No. 6Rawldrill % 2 /r dia. 

1 No. 8 " 3 /i6" dia. 

1 No. 10 " . dia. 

1 No. 12 " V4" dia. 

1 No. 14 " 9 /32" dia. 

1 No. 16 " 5 /i6" dia. 

1 No. 18 " n /32" dia. 

1 No. 20 " %" dia. 

1 No. 22 " 7 M" dia. 

1 Rawldrill Holder and Tommy Bar 
1 Rawldrill Ejector 
3 Hex Socket Keys 
1 “C M Spanner 


The HD1 Hammer plus Accessories above are packed in 1 Carrying 
Cabinet, complete with catch and handle. 


PORTABLE 

ELECTRIC 

HAMMER 

KIT 
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ELECTRIC TOOLS IN THE WORLD 



PORTABLE 

ELECTRIC 

BLOWER 


SPECIAL FEATURES 


Casting High-tensile Aluminum Alloy 

Armature Lectro-balanced 

Field Tension-wound 

Insulation Quadri-type 

Fan Cyclo-blast, high speed type 

Bearings Precision ball bearings throughout. 


WOLF’S cyclo-blast fan combined with smooth-flow safety nozzle 
delivers air at a speed of over 200 miles an hour. Widely used 
in Food and Textile plants. Hard rubber 1 1" nozzle allows use 
around electric motors and switch gear. Easily converted by 
Suction Attachment Set into a highly efficient vacuum cleaner. 



NWB 


SPECIFICATIONS 


TYPE NWB 


Blower capacity, cubic feet per minute 
Nozzle velocity, feet per minute 

Suction capacity (water lift) . 

Nozzle length. 

Net Weight 

Gross Weight. 

Net Weight—with vacuum attachments 

Universal motor, AC/DC, 25-60 cycle, single pha 
Other voltages on request. 

Each machine supplied complete with starting switch, 3-core 
cable and plug, 1 1" moulded hard rubber nozzle, spare pair of 
carbon brushes. 


60 

20,000 

0 / 1 " 


nibs. 

21 lbs. 

20 lbs. 

se, 110 volt. 



CARRYING STRAP 

1942 Carrying Strap 


SUCTION NOZZLE 

1 693 Suction Nozzle 


HOSE ASSEMBLY 

470 Hose Assembly 


BAG ASSEMBLY 

469 Bag Assembly 
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THE FINEST ELECTRIC TOOLS IN THE WORLD 





TYPE 

FF2 


SPECIAL FEATURES 

Dual speed, Duo-mount, Double Swivel. 

High speed flexible shaft, balanced nose piece. 


Armature Lectro-balanced 

Field Tension-wound 

Insulation Quadri-type 

Fan High velocity 

Gears Chrome-Nickel-Moly, high frequency treated. 


SPECIFICATIONS 

Speed No. 1, Grinding & Polishing 
Speed No. 2, Rotary Filing & Milling 
Collet Size 

Grinding Wheel Size, max. 

Polishing Buff Size, max. 

Wire Brush, max. 

Net Weight 
Gross Weight 

Universal Motor, (.3H.P.) AC/DC, 25-60 cycle, single phase, 110 volt. Other 


TYPE FF2 

1 1,500 RPM 
1,200 RPM 

V4" 

2" x 3 /s" 
3" 

2 %" 
22 lbs. 
34 lbs. 


FLEXIBLE SHAFT 

(TWO-SPEED) 

ELECTRIC GRINDER 
FILER AND POLISHER 


voltages on request. 



ACCESSORIES 


Standard equipment includes swivel base and suspension mountings; WOLF 10 
FD flexible shaft, 4 / 6"; flick switch; 3-core cable and plug; arbor with washers 
and nut, 2" x 3 /8" grinding wheel; 2 tommy bars, spanner, spare pair of brushes. 





SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE. 


GRINDING 
WHEEL AND 
ARBOR 

1078 Grinding Wheel 
2" x Vs" 

1114 Grinding Wheel 
i s / b " x y, 6 " 

6697 Arbor with Wash¬ 
ers and nut. 


FINE WIRE BRUSH 
AND ARBOR 

1131 2 Va" Fine wire 

brush 

6699 Arbor with wash¬ 
ers, Nut and Bush 




GRINDING 
WHEEL AND 
FIXED ARBOR 

1115 Grinding Wheel 
and Arbor 1 !A " 
x Va" 

1116 Grinding Wheel 
and Arbor 1 

x Va" 


CADDY POLISHER 
AND ARBOR 

1117 Caddy Polisher 
(rubber) 2 Vb ’' 

x Vi" 

6697 Arbor with Wash¬ 
ers and nut. 


CALICO 

POLISHING MOP 
AND ARBOR 

1130 3" Calico Poli¬ 

shing Mop. 

6697 Arbor with Wash¬ 
ers and nut. 


COLLET 

4592 Collet for ac¬ 
cessories having 
6mm. shanks. 


OTHER ACCESSORIES ON PAGES 24 AND 25 































ACCESSORIES FOR USE WITH FLEXIBLE SHAFT GRINDING 
FILING AND POLISHING MACHINE TYPE FF2 

ALL ILLUSTRATIONS ARE % ACTUAL SIZE 




WG6 

1322 Mounted Point 


WG8 

1 324 Mounted Point 


WG5 

1321 Mounted Point 


WG7 

1323 Mounted Point 


WG9 

1325 Mounted Point 


0 a . .. . 

WGIO 

1326 Mounted Point 



WGl 1 

1 1 24 Mounted Point 


WGl 2 

352 Mounted Point 


WGl 3 

1 1 26 Mounted Point 


WG1 5 

2353 Mounted Point 


WG 1 4 

1 1 27 Mounted Point 


WGl 6 

2354 Mounted Point 


FELT POLISHING BOBS AND ARBORS 



WP1 

1132 Felt Polishing 
Bob 



WP2 

1 133 Felt Polishing 
Bob 



WP5 

1 1 36 Felt Polishing 



WP6 

1 137 Felt Polishing 
Bob 



WP3 

1 1 34 Felt Polishing 
Bob 


WA3 

1112 Arbor for Port 
No. 1132-1137 


WP4 

1 1 35 Felt Polishing 
Bob 


WP7 

1138 Felt Polishing 
Bob 


WA2 

6698 Arbor with 
Washers, and 
Nut for Part 
Nos. 1138 and 
1139 


WPS 

1 1 39 Felt Polishing 
Bob 
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THE FINEST ELECTRIC TOOLS IN THE WORLD 



ROTARY FILES FOR USE WITH FLEXIBLE SHAFT GRINDING 
FILING AND POLISHING MACHINE TYPE FF2 

ALL ILLUSTRATIONS ARE 2 / 3 ACTUAL SIZE 


Coarse Fine 

WFU 4478 4479 



Coarse Fine 

WF21 4480 4481 


Coarse Fine 

WF31 4482 4483 


Coarse Fine 

WF41 4484 4485 


Coarse Fine 

WF51 4486 4487 


Coarse Fine 

WF61 4488 4489 


n jw*■ JUUlTlVJ ,' V 

WF71 

Coarse 

4490 

Fine 

4491 

WF81 

Coarse 

4492 

Fine 

4493 

d . . - 

jmmm* 

WF91 

Coarse 

4494 

Fine 

4495 


WFlOl 

Coarse 

4496 

Fine 

4497 

1_ _ _ 

WF1 41 

Coarse 

4510 

Fine 

451 1 


Coarse Fine 

WF1 1 1 4498 4499 


Coarse Fine 

WF121 4500 450f 



WF221 

Coarse Fine 
4506 4507 



WF201 


Coarse Fine 
4502 4503 



Coarse Fine 
4504 4505 


WF231 


Coarse 

4508 


Fine 

4509 




WA4 Arbor for WF201, 
21 1, 221, 231 


ROTARY MILLING CUTTERS FOR USE WITH FLEXIBLE SHAFT 
GRINDING FILING AND POLISHING MACHINE TYPE FF2 



Coarse 

Mil 6666 


Ml 7 


Coarse 

6672 


Coarse 
Ml 9 6674 


Fine 

6665 



mMQXF - -J 


Ml 5 

Coarse 

6668 

Fine 

6667 

LMJ.6- 



**...— 

Ml 6 

Ml 7— 

Coarse 

6670 

WOLF 

Fine 

6669 


Fine 

6671 


Fine 

6673 



Coarse 

M2 0 6676 


fc.ML2.l- 


W-O.LE- 


Coarse 
M21 6678 


M2 3 


M24 


Coarse 

6682 


Coarse 

6684 


Fine 

6675 



WOLF . 

M22 

Coarse 

6680 

ELUC 



Fine 

6677 


Fine 

6679 


Fine 

6681 


Fine 

6683 




Coarse 

M27 6686 


M28 


Coarse 

6688 


■mtL 


Coarse 

M30 6690 


rnJemSL 


Coarse 
M31 6692 


Coarse 
AA33 6694 


jM3£ss&G±§- 


Coarse 
M88 6696 


Fine 

6685 


Fine 

6687 


Fine 

6689 




Fine 

6691 


Fine 

6693 


Fine 

6695 
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THE FINEST ELECTRIC TOOLS IN THE WORLD 



ELECTRIC LATHE GRINDER 
FOR EXTERNAL AND 
INTERNAL GRINDING 


TYPE 

GL3 


SPECIAL FEATURES 


ACCESSORIES 


Motor—Armature Lectro-balanced 

Field Tension-wound 

Insulation Quadri-type 

Fan High-Velocity 

Spindle—Bearings 4 adjustable ball bearings 

Belt Adjustment—clamp bolt in bed plate. 


SPECIFICATIONS 

External Grinding —Motor Pulley dia. 

Spindle Pulley dia. 

Spindle Speed 
Grinding wheel size max. 

Overall machine dimensions 

Net Weight 
Gross Weight 

Internal Grinding —Motor Pulley dia. 

(see extra Spindle Pulley dia. 

accessories) Spindle Speed 

Grinding wheel size, min— 
Overall machine dimensions 


Universal motor (14 H.P.) AC/DC, 25-60 cycle, single phase, 1 10 volt. Other voltages on 
request. 

Standard equipment includes flick switch, 3-core cable and plug, wheel and belt guards, 
one 3" x Vi" al. ox. grade A 60M5VBE wheel, spare pair of brushes, spanner, key and 
diamond dresser. 

SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE. 


TYPE GL3 


1" 


1 w 


8000 RPM 


3" x 'A" 

1 3 Vs 

" long x 8" 

wide 

x 6 5 / 8 " high 


21 lbs. 


40 lbs. 


2 


1%" 


20,000 RPM 


3 /4" x 14" 

13'/ 8 " 

long x 10" 

wide ) 

< 6Vb" high 
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CH33 


These accessories are featured for internal grinding 
to a depth of 3!4" with grinding wheels 1 " x !4" 
maximum diameter and 2 A" x !4" minimum 
diameter. 

Each set of accessories comprises:- 


INTERNAL GRINDING QUILL 



PULLEY 


(Complete with Grinding 
Wheel 1" x Va") 

4905 Internal Grinding 
Quill. 


1941 Pulley 



ADDITIONAL ACCESSORIES 


INTERNAL GRINDING 



DIMENSIONS OF LATHE GRINDER 



WOLF type GL3 Lathe Grinder for external and 
internal work is designed for use on lathes of 6" or 
8" swing and other machine tools. 


It will save expense where the amount of work does 
not justify the installation of special cylindrical 
grinding equipment. 


GRINDING WHEEL DRESSER ASSEMBLY 


1713 Grinding Wheel Dresser 
Assembly. 
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It is ideal for toolroom use in grinding lathe centres, 
spindles, etc. and for internal grinding of chuck jaws, 
bushings and collets. 
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TYPE TG6 


SPECIAL FEATURES 

Hi-load Switch 
Multi-seal Ball Bearings 

Integral Wheel Shields, removable end-plates. 
Adjustable and removable work rests. 

Motor—single phase, 1 10 volt, 25 or 60 cycle, 
capacitor start and run type; Va H.P. 


Standard equipment includes 2 grinding wheels, 
one coarse, one fine, size 6 x */s x Vi ; wheel 
guards, tool rests, 6 ft. of 3-core cable and plug. 

/Portable carrying handle is standard \ 

\ equipment, but not illustrated. * 


SPECIFICATIONS 

Speed, light (60 cycle) 
Wheel size 

Distance between wheels 


Spindle dia. 

Base to Spindle Centre 

Base Bolt Hole Centres (V\s f 
bolts) 


Net Weight 
Gross Weight 


TYPE TG6 

2800 RPM 
6" x 5 /a" x Vi" 
9Vi" 
Vi" 
7Va" 

SW 
29 lbs. 
46 lbs. 


BENCH 
ELECTRIC GRINDER 



ACCESSORIES 



SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE. 



CALICO POLISHING MOP 

1 1 59 Calico Polishing Mop 6" x 1 " 


GRINDING WHEEL DRESSER 

1 1 68 Grinding Wheel Dresser 


PEDESTAL 

4377 Cast Pedestal with 
built*in Water Pot. 
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TYPE 


8 BENCH 
ELECTRIC 
GRINDER 


SPECIAL FEATURES 


Heavy-duty switch 
Multi-seal Ball Bearings 
Double-adjustable Tool Rests 
Adjustable Spark Shields 
Removable Wheel Guards 
No. 882 Twist Drill Grinding Attachment 
available at extra cost. Other accessories 
available for wire brushing, buffing, polishing. 

Motor—single phase, 110 volt, 25 or 60 
cycle, capacitor start and run type; Vi H.P. 

Standard equipment includes two grinding wheels, one 
coarse, one fine, size 8" x %" x Vs", wheel guards, tool 
rests, spark shields, 3-core cable and plug. 


SPECIFICATIONS 

Speed, light (60 cycle) 

Wheel Size 

Distance between, wheels 

Spindle dia.. 

Base to Spindle Centre 

Base bolt Hole Centres (Yie" bolts) 

Net weight 

Gross weight 


TYPE TG8 Model 3 

2800 RPM 
8" x 3 /4" x Vs" 
\5Vi" 
V*" 
9M 6 " 

7’/,6" X 6^16" 
74 lbs. 
102 lbs. 


13 OTHER MODELS OF 
TYPE TG8 ARE AVAILABLE. 

For details see WOLF price list . 





SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE. 


TAPERED 

EXTENSION 

SPINDLES 

731 Tapered Ext. 
Spindles R.H. 

732 Tapered Ext. 
Spindles L.H. 


CHUCK AND ARBOR 

6743 3 A" Chuck and Key 

3029 Arbor for above Chuck 


EYE SHIELDS 

6726 Illuminated Eyeshield and Lamp 
Assembly (less lamp) 

5695 Plain Eyeshield Assembly. 


TOOL TRAY 

5571 Tool Tray complete with 
thumb screw. 


TWIST DRILL GRINDING 
ATTACHMENT 

882 Twist Drill Grinding Attach¬ 
ment. For grinding Twist 
Drills Vs" to 1 " dia. 
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HEAVY DUTY 
ANGLE 
VALVE SEAT 
GRINDER 


TYPE 

ASG3 


SPECIAL FEATURES 


Castings Di-Alloy, heavy duty 

Armature Lectro-balanced 

Field Tension-wound 

Insulation Quadri-type 

Fan High Velocity 

Bearings Ball Bearing throughout 

Gears Chrome-Nickel-Moly, high 

frequency hardened. Spi¬ 
ral-bevel gears in complete 
sub-assembly, fully adjust¬ 
able for accurate meshing. 


TYPE ASG3 


SPECIFICATIONS 

Capacity—Valve Seat Stones 
up to 

Speed, light. 

Overall length 

Net weight . 


3" dia. 
1 4,000 RPM 
IV 
714 lbs. 


Universal Motors, AC/DC, 25-60 cycle, 
single phase, 110 volt. Other voltages on 
request. 

Each machine supplied complete with starting 
switch, 3-core cable and plug, spare pair of 
carbon brushes. 


A double-power Seat Grinder. Expecially 
designed to give outstanding service in 
production-type shops. 


For Seat Stones, Sleeves and Pilots used with 
Type ASG3 Valve Seat Grinder, please 
turn to pages 36 and 37. 



HIGH SPEED 
ELECTRIC 
VALVE SEAT 
GRINDER 

TYPE 

EVG3 

SPECIAL FEATURES 


Castings Di-Alloy 

Armature Lectro-balanced 

Field Tension-wound 

Insulation Quadri-type 

Fan Cyclo-blast 

Bearings Precision Ball Bearings 

Gears Chrome-Nickel-Moly, high 

frequency treated. 


Practically vibrationless due to the Lectro- 
balanced armature; the EVG3 is light in 
weight and easy to handle. 



TYPE EVG3 


3" dia. 
16,000 RPM 
7 3 A" 
5 lbs. 
7 lbs. 


SPECIFICATIONS 

Capacity—Valve Seat stones 
up to 

Speed, light 
Overall length 
Net weight 
Gross weight 

Universal Motor, AC/DC 25-60 cycle, single 
phase, 1 1 0 volt. Other voltages on request. 

Each machine supplied complete with starting 
switch, 3-core cable and plug, spare pair of 
carbon brushes. 


9" and 12" flexible extensions are avail¬ 
able as accessories at extra cost, for grinding 
otherwise inaccessible seats. 


For Seat Stones, Sleeves and Pilots used with 
EVG3, Valve Seat Grinder, please turn to 
pages 36 and 37. 


SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE. 
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PRECISION 
DIAMOND 
VALVE SEAT 
STONE DRESSER 


Stone and stone sleeve shown are not 
included as standard equipment. See page 
37 for full range of stones and stone 
sleeves. 



TYPE 

PD3 









SPECIAL FEATURES 


Angle Accuracy Established and maintained by Dowel Pin anchoring and Screw-thread 

clamping. 

Traverse Feed Lead-screw type, hand-wheel control. 

Diamond High quality industrial type. 

Accuracy in precision valve seat grinding depends largely on the dressing of the stones. 

WOLF’S PD3 dresser employs dowel-pin anchoring at 30° and 45° for angle dressing and at 90° 
for ensuring concentricity of the periphery. 

Smooth dressing of the stone face is obtained by a lead-screw type of traverse mechanism. 

The PD3 is precision-made to give you a long life of accurate stone dressing. 


SPECIFICATIONS 

Valve Seat Stone, min. diameter 
Valve Seat Stone, max. diameter 
Angle Adjustment 
Dowel-pin Anchorage at 
Net Weight 
Gross Weight 



SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE. 
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VALVE SEAT 
GRINDING KITS 



NO. 1 STANDARD DUTY 
VALVE SEAT GRINDING KIT 

The complete No. 1 Kit consists of the 
following items:- 

WOLF High Speed Grinder, Type EVG3, 
complete with 3-core coble and spare pair 
carbon brushes. 

WOLF Precision Diamond Stone Dresser, 
Type PD3. 

2 6721 Stone Sleeve 

1 4391 Coarse Stone, Double Sided 

1 4394 Coarse Stone, Double Sided 

1 4397 Coarse Stone, Double Sided 

1 4400 Coarse Stone, Double Sided 

1 4393 Finishing Stone, Double Sided 

1 4396 Finishing Stone, Double Sided 

1 4399 Finishing Stone, Double Sided 

1 4402 Finishing Stone, Double Sided 

1 678 Expanding Pilot 

1 679 Expanding Pilot 

1 680 Expanding Pilot 

1 682 Expanding Pilot 

1 1715 Plug Pilot 

1 Pilot Tommy Bar 

1 Carrying Case 


2511 9" Flexible Extension available at 

extra cost. 

7048 12" Flexible Extension available at 

extra cost. 

ADDITIONAL SEAT 


NO.2 HEAVY DUTY 
VALVE SEAT GRINDING KIT 

The complete No. 2 Kit consists of the 
following items:- 

WOLF Heavy Duty High Speed Valve Seat 
Angle Grinder, Type ASG3, complete with 
3-core cable and spare pair carbon brushes. 

WOLF Precision Diamond Stone Dresser, 


Type PD3. 

2 6721 

Stone Sleeve 

1 4391 

Coarse Stone, Double Sided 

1 4394 

Coarse Stone, Double Sided 

1 4397 

Coarse Stone, Double Sided 

1 4400 

Coarse Stone, Double Sided 

1 4393 

Finishing Stone, Double Sided 

1 4396 

Finishing Stone, Double Sided 

1 4399 

Finishing Stone, Double Sided 

1 4402 

Finishing Stone, Double Sided 

1 678 

Expanding Pilot 

1 679 

Expanding Pilot 

1 680 

Expanding Pilot 

1 682 

Expanding Pilot 

1 1715 

Plug Pilot 

1 

Pilot Tommy Bar 

1 

Carrying Case 


GRINDING ACCESSORIES ON 
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NO. 3 HEAVY DUTY 
VALVE SEAT GRINDING KIT 

The complete No. 3 Kit consists of the 
following items:- 

WOLF Heavy Duty High Speed Valve Seat 
Angle Grinder, Type ASG3, complete with 
3-core cable and spare pair carbon brushes. 


WOLF Precision Diamond Stone Dresser, 
Type PD3. 


2 6721 

Stone Sleeves 

1 4391 

Coarse Stone, Double Sided 

1 4394 

Coarse Stone, Double Sided 

1 4397 

Coarse Stone, Double Sided 

1 4400 

Coarse Stone, Double Sided 

1 4406 

Coarse Stone, Double Sided 

1 4409 

Coarse Stone, Double Sided 

1 4398 

Stellite and Hard Seat Stone, 
Double Sided 

1 4401 

Stellite and Hard Seat Stone, 
Double Sided 

1 4393 

Finishing Stone, Double Sided 

1 4396 

Finishing Stone, Double Sided 

1 4399 

Finishing Stone, Double Sided 

1 4402 

Finishing Stone, Double Sided 

1 4408 

Finishing Stone, Double Sided 

1 441 1 

Finishing Stone, Double Sided 

1 678 

Expanding Pilot 

1 679 

Expanding Pilot 

1 680 

Expanding Pilot 

1 682 

Expanding Pilot 

1 2452 

Expanding Pilot 

1 1715 

Plug Pilot 

1 

Pilot Tommy Bar 

1 

Carrying Case 


PAGES 36 AND 37. 
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SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE. 


NO. 2 


SPECIAL FEATURES 

A Profit-Maker in valve seat grinding and 
valve refacing equipment, mobile and self- 
contained ready for “on the spot” engine 
service. Attractively finished, it houses complete 
precision equipment to give gas-tight valves 
to seats. 


The steel cabinet carries adjustable lamp 
bracket, and plug sockets which act as power 
points for the Valve Seat Grinder, Electric 
Drill or hand lamp. The range of Valve Seat 
Grinding Stones and Pilots in the kit cover all 
popular makes of cars and trucks. Additional 
sizes of valve seating stones and pilots for odd 
sizes of valve seats and stems are listed on 
pages 36 and 37. 


STANDARD NO. 3 DELUXE 


MOBILECTRIC 
VALVE SHOPS 


No. 2 STANDARD MOBILECTRIC 
VALVE SHOP 


No. 3 DELUXE MOBILECTRIC 
VALVE SHOP 


Included are the Precision Valve Refacer, type VR5, 
the High Speed Valve Seat Grinder, type ASG3, 
and the Precision Diamond Stone Dresser, type PD3, 
plus the following accessories, 


6721 

Stone Sleeves 

4391 

Coarse Stone, Double Sided 

4394 

Coarse Stone, Double Sided 

4397 

Coarse Stone, Double Sided 

4400 

Coarse Stone, Double Sided 

4393 

Finishing Stone, Double Sided 

4396 

Finishing Stone, Double Sided 

4399 

Finishing Stone, Double Sided 

4402 

Finishing Stone, Double Sided 

678 

Expanding Pilot 

679 

Expanding Pilot 

680 

Expanding Pilot 

682 

Expanding Pilot 

1715 

Plug Pilot 

Pilot Tommy Bar 

Oil Can 

Cabinet 


Included are the Precision Valve Refacer, type VR5, the High Speed 
Valve Seat Grinder, type ASG3, and the Precision Diamond Stone 


Dresser, type PD3, plus the following accessories, 


2 6721 

1 1505 

1 1720 

1 4391 

1 4394 

1 4397 

1 4400 

1 4406 

1 4409 

1 4398 

1 4401 

1 4393 

1 4396 

1 4399 

1 4402 

1 4408 

1 441 1 

1 678 

1 679 

1 680 
1 682 
1 2452 

1 1715 


Stone Sleeves 
Micrometer Assembly 
Depth Gauge 

Coarse Stone, Double Sided 

Coarse Stone, Double Sided 

Coarse Stone, Double Sided 

Coarse Stone, Double Sided 

Coarse Stone, Double Sided 

Coarse Stone, Double Sided 

Stellite and Hard Seat Stone, Double Sided 

Stellite and Hard Seat Stone, Double Sided 

Finishing Stone, Double Sided 

Finishing Stone, Double Sided 

Finishing Stone, Double Sided 

Finishing Stone, Double Sided 

Finishing Stone, Double Sided 

Finishing Stone, Double Sided 

Expanding Pilot 

Expanding Pilot 

Expanding Pilot 

Expanding Pilot 

Expanding Pilot 

Plug Pilot 

Pilot Tommy Bar 

Oil Can 

Cabinet 
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PRECISION 

VALVE 

REfACER 


TYPE 

VR5 


SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE. 


SPECIFICATIONS 


ACCESSORIES 


SPECIAL FEATURES 


* 


Tool Room Accuracy. 

Dowel-pin anchoring for strict angle location. 

Separate Motors for grinding wheel and Valve-holding collet. 

Compound slide rest with large “Vees” for rigidity in feeding and traversing. 

Adjustable facing strips on both feed and traverse slides for wear take-up and maintenance of accuracy. 
Grinding wheel spindle mounted on adjustable ball bearings. 

Collet spindle mounted on large WOLFITE self-lubricated bearings. 

Collets are double-end type for full gripping action. 


SPECIFICATIONS 

Capacity—Valve Heads 
Valve stems 
Recessed grinding wheel 
Wire brush 

Grinding Spindle Speed, light 
Collet Spindle, light 
Net Weight 
Gross Weight 

Universal Motors, AC/DC, 25-60 cycle, single phase, 1 10 volt, Other voltages on request. 


TYPE VR5 

to 4" dia. 
!A" to ”/,6" 
5" x Vi " x 3 / 4 " 
4" 

4000 RPM 
450 RPM 
141 lbs 
182 lbs 


Each machine supplied complete with starting switches, 3-core cable and plug, driving belts, one 5" recessed 
grinding wheel, one 4" wire brush, one diamond wheel dresser, four collets (Va" to Z] /6a", Yu" to Vu", Vi" to 
n /i6"), distance sleeve for small collet, 7i6" spanner, “C” spanner, claw screwdriver, two pin keys, tin of soluble 
oil, spare pair of carbon brushes for each motor. 
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The quality of WOLF design and manufacture is easily seen 
in the Compound Slide Rest of the Valve Refacer. 

Adjustable facing strips are fitted on both Traverse and Feed 
Slides so that wear can be taken up and original accuracy 
maintained. 


PRECISION 
VALVE REFACER 

COMPOUND 
SLIDE REST 


SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE. 



MICROMETER ASSEMBLY AND 
DEPTH GAUGE (For Ford Valves) 

1 505 Micrometer Assembly for Ford Valves 
1720 Depth Gauge for Ford Valves 



SPARE WIRE BRUSH 

1404 Steel Wire Brush, 4" 
diameter. 



COLLETS 


1417 Collet '/a" to W x 2" 
suitable for Ford Engines. 

1418 Collet Vis" to ’/is" x 3" 
suitable for Ford Engines. 




2628 Recessed Grinding Wheel 5" x Vi" 

x y 4 " 


ROCKER ARM GRINDING 
ATTACHMENT 


5521 Recessed Grinding Wheel 5 " x Vi" 
x 3 A" (for Stellite grinding) 


2947 Rocker Arm Grinding Attachment 
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DECARBONISING KIT 

No. 7515 


SPECIAL FEATURES 


SPECIFICATIONS 


Packed in a stout metal case, the WOLF Wire Brush Kit contains 
all brushes and valve guide cleaners needed for decarbonising 
all popular makes of car engines and will prove indispensible to 
Garages, Service Stations and Industrial Maintenance Shops. 
Replacements and additional brushes can be supplied from 
stock. The full range of decarbonising brushes is illustrated below. 
Machines recommended for operating these brushes:— 

WOLF Va" Light Duty Electric Drill Type SD2c 
WOLF Va" Production Electric Drill Type EG2c 
WOLF Va" Heavy Duty Electric Drill Type NW2c 


2050 1 Va" dia. Pointed Decarbonising Brush 

2054 1 2" dia. Splayed Decarbonising Brush 

2059 1 1" dia. Heavy Duty Decarbonising 

Brush 

2060 1 1 Yu" dia. Heavy Duty Hollow Brush 
1404 1 4" dia. Circular Wire Brush 

2049 1 Arbor for A" dia. Wire Brush 

2055 1 Va" dia. Valve Guide Cleaner 

2056 1 V\(>" dia. Valve Guide Cleaner 

2057 1 Vs" dia. Valve Guide Cleaner 


ACCESSORIES AND REPLACEMENTS FOR USE WITH 

WOLF GARAGE EQUIPMENT 



FORD PILOTS 

1715 Plug Pilot for Ford V8, 
up to 1 948 



2466 Plug Pilot for Ford V8, 
22 H.P. 

1714 Plug Pilot for Ford 8-10 
H.P., “Y”, “C” and “Pre¬ 
fect” 

2452 Expanding Pilot for Ford 
“A” and “B” 


6607 V\a" dia. Pointed 

Decarbonizing Brush. 

6608 Vb" dia. Pointed 

Decarbonising Brush. 

2050 Va" dia. Pointed 

Decarbonising Brush. 

2051 1" dia. Semi Hollow 
Decarbonising Brush. 


2059 1 " dia. Heavy Duty 
Decarbonising Brush. 

2060 P/w" dia. Heavy Duty 
Hollow Decarbonising 
Brush. 

6613 Va" dia. Splayed 
Decarbonising Brush. 
2054 2" dia. Splayed 

Decarbonising Brush. 



STONE SLEEVE 

6721 Stone Sleeve. 
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VALVE SEAT GRINDING 
STONES 

Double angle 30° and 45° with 
steel threaded centre. 


FOR CAST IRON AND SOFT STEEL 


4382 

1 Va" 

4403 

2' 

4385 

1 Vs" 

4406 

2 Vs ' 

4388 

1 7 Ab" 

4409 

2Va' 

4391 

P/ 2 " 

4412 

2VV 

4394 

1 Vs" 

4415 

2 Vs' 

4397 

1 Va " 

4418 

2 Va' 

4400 

Ws" 

4421 

3' 

FOR 

STELLITE AND HARD 

STEEL 

4383 

11 A" 

4404 

2' 

4386 

1%" 

4407 

2 Vs' 

4389 

1 7 Ab" 

4410 

2Va ' 

4392 

P/ 2 " 

4413 

2W 

4395 

1 Vs" 

4416 

2 Vs 

4398 

1 Va " 

4419 

2 Va 

4401 

P/s" 

4422 

3' 

FOR 

FINISHING 

CAST IRON 

AND 


SOFT 

STEEL 


4384 

1!4" 

4405 

2' 

4387 

P/s" 

4408 

2'/s' 

4390 

1 7 As" 

441 1 

2Va ' 

4393 

P/ 2 " 

4414 

2Vi 

4396 

P/s" 

4417 

2 Vs' 

4399 

P/ 4 " 

4420 

2 Va' 

4402 

Ws" 

4423 

3' 



BENCH CLAMP STAND 

768 Bench Clamp Stand for use 
with "Wolf" Electric Drills 
types EG2c and NW2c/23c 
NW3c/34c. 



CALICO 

POLISHING MOP 

2093 A" dia. Calico Polish¬ 
ing Mop for use with 
Va" Electric Drill 


as 


EXPANDING PILOTS 


676 Expanding Pilot VA"-Va" 

677 Expanding Pilot 9 /a"-V\b" 

678 Expanding Pilot 5 Ab"- u /a" 
(for Vauxhall types J and H) 

679 Expanding Pilot u /a"-Vs" 
(for Bedford types K, M and O) 


681 Expanding Pilot u /a"- 7 Ab" 

682 Expanding Pilot 7 Ab"- ] Va" 

683 Expanding Pilot ^Va'-Vi" 

684 Expanding Pilot V2 n - ] %i" 

685 Expanding Pilot y Va"- 9 Ab" 

686 Expanding Pilot 9 Ab"-' 9 Aa" 
77 A Expanding Pilot y 9 Aa"-Vs" 

. — . - .. n.t ■ C/ U 11/ n 


VALVE GUIDE CLEANERS 

2055 Valve Guide Cleaners size Va" 

2056 Valve Guide Cleaners size V\b" 

2057 Valve Guide Cleaners size Vs" 

2058 Valve Guide Cleaners size 7 /\b" 


STEEL WIRE 
BRUSH 

1404 4" dia. Steel Wire 

Brush for use with 
Va" Electric Drill. 


GRINDING 

WHEEL 

3" dia. x Vi" x Vi" 
Grinding Wheel for 
use with Va" Electric 
Drill. 


2049 Arbor with washers 
and nut for use with 
above. 


2049 Arbor with washers 
and nut for use with 
above. 


2049 Arbor with washers 
and nut for use with 
above. 
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FACTORY REPRESENTATIVES THROUGHOUT THE WORLD 

AFRICA 


EAST AFRICA 

Beales & Co. Ltd., 

P.O. Box 320, NAIROBI, KENYA. 

EGYPT 

Artine Spendjian, 

15 Rue Gare du Caire, 

P.O. Box 1505, ALEXANDRIA 

Artine Spendjian, 

15 Rue Emad El Dine, 

P.O. Box 1505, CAIRO. 

MAURITIUS 

Robert Le Maire, Ltd., PORT LOUIS. 


CANADA 

(Head Office for CANADA & U.S.A.) 
WOLF ELECTRIC TOOLS, LIMITED. 
2271 Bloor Street, West, 

TORONTO 9, ONTARIO 
Telephone RODNEY 2421-2-3. 

(Quebec and Maritime Provinces) 
Canadian Trade Corporation Ltd., 

1 332 William St., MONTREAL, QUE. 


MOROCCO 

Societe Marocaine Metallurgique, 

25 Rue Gallieni, CASABLANCA. 

PORTUGESE EAST 
AFRICA 

Sociedade Geral de Comercio Lda., 
Rua Araujo No. 47—1° Andar, 
LOURENCO MARQUES. 

RHODESIA NORTH 

Wilfred Watson, Ltd., 

P.O. Box 1 50, Cecil Avenue, NDOLA 


NORTH 

(Western Provinces) 

Swann & Millar of Canada, Ltd., 
129 A. Seventh Ave., West. 
CALGARY, ALBERTA. 

Swann & Millar of Canada Ltd., 
105 Shelley Building, 

VANCOUVER, B.C. 


RHODESIA SOUTH 

J. H. Vivian & Wilfred Watson, Ltd., 
Cor. 1 1th. Ave. and Fife Street, 
BULAWAYO. 

J. H. Vivian & Wilfred Watson, Ltd., 
32 Gordon Ave., SALISBURY. 

SUDAN 

J. N. Valvis, P.O. Box 247, 
CHARTOWN. 

UNION OF SOUTH AFRICA 

Foster, Plant & Co., 

P.O. Box 9273, JOHANNESBURG. 


AMERICA 


Swann & Millar of Canada Ltd., 
303 Hammond Building, 
WINNIPEG, MANITOBA. 

MEXICO 

Anglo Mexican Equipment, S.A. 
ZARAGOZA 25, Mexico, D.F. 


WEST AFRICA 

British & African Engineering Co., 
P.O. Box 813, ACCRA, 

GOLD COAST. 

British & African Engineering Co., 
P.O. Box 199, SEKONDI, 

GOLD COAST. 

British & African Engineering Co., 
P.O. Box 857, LAGOS, NIGERIA. 

Brirish & African Engineering Co., 
P.O. Box 3, FREETOWN, 

SIERRA LEONE. 


UNITED STATES OF 
AMERICA 


Wolf Electric Tools, Limited, 
2271 Bloor Street, West, 
TORONTO 9, ONTARIO. 
Telephone RODNEY 2421-2-3. 
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ARGENTINE 

Roberts & Johansen, 

Defensa 383, 

BUENOS AIRES. 

BRITISH WEST INDIES 

S. K. Watson & Co. Ltd. 

P.O. Box 605, 78 Marine Square, 
PORT OF SPAIN, TRINIDAD. 


SOUTH 

BRAZIL 

Sudeletro S. A., 

Av. Rio Branco 85-7°, 

RIO DE JANEIRO 

Sudeletro S. A., 

Av. Ypiranga 664 
Caixa Postal, 755 
SAO PAULO. 


AMERICA 

CHILE 

Balfour Lyon & Co. Ltd., 

Av. Balmaceda 1 250, 

Casilla 941, SANTIAGO. 

Balfour Lyon & Co. Ltd. 

Calle Blanco No. 861 
Casilla No. 2V, VALPARAISO. 

ECUADOR 

B. Boni, Esq., GUAYAQUIL 


PERU 

Importadora Y. Distribuidora “Inca 
S.A., Avda Wilson 861/5/9, 
Casilla 2140, LIMA. 

VENEZUELA 

C. A. Philips, Venezolana, 
Apartado 1 1 67, 

CARACAS. 


AUSTRALIA & NEW ZEALAND 


AUSTRALIA 

Consolidated Agencies Pty. Ltd., 
26 King Street, SIDNEY, N.S.W. 

NEW ZEALAND 

Jas. J. Niven & Co. Ltd., 

65-67 Taranaki Street, 

P.O. Box 1668, WELLINGTON 


Jas. J. Niven & Co. Ltd., 
370 Colombo Street, 

P.O. Box 591, 

CHRISTCHURCH. 

Jas. J. Niven & Co. Ltd., 
401 Moray Place East, 
P.O. Box 685, DUNEDIN. 


Jas. J. Niven & Co. Ltd., 
Customs Street West, 
P.O. Box 394, 
AUCKLAND. 

Motor Specialties Ltd. 
80-86 Anzac Avenue, 
AUCKLAND. 


EUROPE - EAST & MIDDLE EAST 


BULGARIA 

"Matme", SOFIA 2. 

CYPRUS 

V. Cassianides & Br., 
Municipality Square, 

P.O. Box 177, NICOSIA. 

CZECHOSLOVAKIA 

Elflometa Company Ltd., 
Lidicka 42, PRAHA XVI 


DENMARK 

V. Lowener, Vesterbrogade 9B. 
COPENHAGEN 


GREECE 

L. C. Zamvrecas, 

44 Nea Megalou Alexandrou St., 
THESSALONIKA. 

IRAN 

H. Mooradian & Co., 

Saraye Roshan Ave. 

Nasser-Khosrov, TEHERAN. 

IRAQ 

Abdul Masih Khayate, 

Al-Rashid Street, BAGHDAD. 

EUROPE 

FINLAND 

Oy Gronblom Ab., P.O. Box 370 
HELSINGFORS, C. 

ICELAND 

Gudmunder Marteinsson, 

Baugsberg 26, REYKJAVIK 


PALESTINE 

General Engineering Co. 
for Palestine & Levant Ltd., 

1 9 Rothschild Blvd., 

P.O. Box 1419, TEL-AVIV. 

SYRIA & LEBANON 

Joseph Taragan, P.O. Box 439, 
BEIRUT, LEBANON. 

TRANSJORDAN 

The Transjordan Engineering Co., 
P.O. Box 1, AMMAN. 

- NORTH 

NORWAY 

Ronneberg Hansen & Co., 

Edv. Stormsgt, 5, 

OSLO, 29. 


TURKEY 

Safak Ticaret A. O., 

Merkez Postahanesi Karsisinda, 
ISTANBUL. 

YUGOSLAVIA 

Anglo-Yugoslav Commercial 
Syndicate Ltd., 

4 Broad Street Place, London, 
E.C.2, ENGLAND. 


SWEDEN 

Skogh Electric, 
Vasterlanggatan 36, 
STOCKHOLM, C. 


EUROPE - WEST 


BELGIUM 

J. & R. Lenaers, 

5 Avenue Ernest Renan, 
BRUSSELS, 3. 

FRANCE 

S. A. H. E., 4, Rue Jean-Jaures, 
a Puteaux, SEINE. 


CHINA 

The Jardine Engineering Corporation 
Ltd., 14/16 Peddar Street, 

HONG KONG. 

The Jardine Engineering Corporation 
Ltd., 27 Chung Shan Lu (Eastern 1), 
SHANGHAI. 

The Jardine Engineering Corporation 
Ltd., Victoria Road, TIENTSIN. 


HOLLAND 

Joh. Westhof Im & Export Mij N.V., 
Dr. Kuyperstraat 1 9, 

THE HAGUE. 

ITALY 

Cav. di. Gr. Croce Umberto 
Marinelli, Portici del Liceo 
20,22,32,33, L'AQUILA. 

INDIA & 

INDIA, BURMA & 

CEYLON 

Marshall, Sons & Co., (India) Ltd., 
Marshalls Buildings, 

Ballard Road, BOMBAY. 

Marshall, Sons & Co. (India) Ltd., 

99 Netaji Lubhas Road, P.O. 

Box 22, CALCUTTA. 


MALTA G.C. 

Joseph Vincenti & Co. 

21 Bishop Street, 

VALETTA. 

SPAIN 

Chesney, Minton & Webb, 

Paseo de la Infanta 
Isabel 17, MADRID 

FAR EAST 

Marshall, Sons & Co. (India) Ltd., 
Victoria Arcade Buildings, York 
Street, P.O. Box 803, 
COLOMBO, Ceylon. 

Marshall, Sons & Co. (India) Ltd., 
9 Second Line Beach, Madras, 
P.O. Box 141, MADRAS. E. 


PORTUGAL 

A. Black Ltd., 

Rua da Boa Vista 30/32 
LISBON 

A. Black Ltd., Rua Fernandes Tomas 
531, OPORTO 

SWITZERLAND 

Serva Technik Ltd., Claridenhof, 
Gotthardstrasse 6, ZURICH, 2. 


Marshall, Sons & Co. (India) Ltd., 

1 0 Regal Buildings, Parliament 
Street, P.O. Box 97, NEW DELHI. 

SINGAPORE—COLONY 
OF & MALAYAN UNION 

Far East Motors Ltd., 

54 Orchard Road, SINGAPORE. 

(Printed in Canada) (9,000/5/50) 



2271 BLOOR STREET WEST 
TORONTO 9 ONTARIO 


(Quebec and Maritimes) 
Canadian Trade Corporation, Ltd. 
1332 William Street 

MONTREAL QUEBEC 


(Western Provinces) 

Swann & Millar of Canada, Ltd. 
105 Shelley Building 
VANCOUVER B.C. 











